SPECIFICATIONS FOB  ENGINE  HOUSE.
51.    The city of St.  Louis will  furnish  space  storage, within its premises for the reception  of the boilers
and details, but shall not be responsible for the safe keeping of the same, nor for damage caused to them from exposure or other causes.
52.    The city will remove the  old  boilers and prepare foundations below the floor line   for new boilers, contractors to furnish  castings to be   set in underground flue for smoke connections.
53.    The contractor shall get all finished materials on the ground at the earliest possible moment, and proceed with the erection of the same as soon as notified by the water commissioner.
The work of erection in place, ready for firing, shall be carried on continuously, night and day, and the contractor shall provide for that purpose three complete erecting gangs.
If at any time during the erection the water commissioner shall be of the opinion that the work can be expedited by the employment of additional labor or tools, he shall order the contractor to make uch increase in his working force or appliances as ic may deem necessary to secure the most rapid progress possible; and it is especially understood and agreed that if the contractor fails to put the required force at work promptly, that the water commissioner shall employ such labor as he may deem necessary, and charge the cost of the same to the contractor.
54.    The contractor shall bear the cost of making all repairs necessitated  by defective  materials, workmanship or  design of the boilers and furnaces for the space of one year after the boilers  are  put into regular operation.                           M. L. H.
170.   Specifications for an Engine House.    The
following specifications for an engine house differ from those in the two previous articles inasmuch as they were accompanied by complete detail drawings. The contracting and surety clauses are here omitted, since they would be the same as those given in article 168. This engine house covers three large pump pits, designed for three sets of low service pumping engines, and it is entirely without ae floor, nearly the entire space being occupied by the pits. The walls rest directly upon the natural rock, and an electric traveling crane is carried by a track near

